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Miniature Work Support
The World’s Smallest Thread Size M16×1.0

PAT.

Model   LD0162
Hydraulic Model
(Standard)

Model   LD0162-S
Hydraulic Model
(Short Body)

Model   WNC0100
Pneumatic Model
(Standard)

The World’s Smallest Work Supports!
※ Showing the standard models only. Please contact us or visit our website (http://www.kosmek.co.jp/english/) for more options!

High-Power Pneumatic Model
model WNC

Hydraulic Single Acting Model
model LD

Hydraulic Single Acting Model
model TNC

Hydraulic Single Acting Model
model TC

Pneumatic Rodless Hollow Model
model WNA

Hydraulic Single Acting Model
model LC

Hydraulic Double Acting Model
model TND

7  
● Support Force (at Air Pressure 0.5MPa)
 0.12kN ~ 5.7kN
● External Thread Size
 M16×1.0 ~ M60×1.5

● Support Force (at Hyd. Pressure 7.0MPa)
 1.0kN ~ 10.0kN
● External Thread Size
 M16×1.0 ~ M45×1.5

● Support Force (at Hyd. Pressure 35MPa)
 4.4kN ~ 16.3kN
● External Thread Size
 M26×1.5 ~ M45×1.5

● Support Force (at Hyd. Pressure 35MPa)
 7.1kN ~ 16.3kN
● External Thread Size
 M32×1.5 ~ M48×1.5

● Support Force (at Hyd. Pressure 25MPa)
 10kN ~ 65kN

● Support Force (at Hyd. Pressure 7.0MPa)
 2kN ~ 65kN

● Support Force (at Air Pressure 0.5MPa)
 0.25kN ~ 4.0kN

KOSMEK Work Clamping Systems
Complete Catalog

Find further information on our catalog.

You can order the catalog from our website 

(http://www.kosmek.co.jp/english/).

This is a reference document. Specifications and 
dimensions are subject to change without notice.
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Miniature Work Support model  LD0162/WNC0100

< Without Work Support > < With Work Support >

Cause Chattering 
and Deformation

WorkpieceWorkpiece WorkpieceWorkpiece

SeatingSeating SeatingSeating

LoadLoad

Support with 
the Work Support

Work Support prevents chattering and deformation 
caused by thrust load during workpiece machining.

Excellent machining quality with multiple work supports

To avoid chattering of a thin workpiece To support an uneven workpiece

Application Examples

Set closely together

Set into a narrow space

Using multiple work supports 
prevents chattering and enables 
high quality finishing surface.

M16×1.0M16×1.0

LoadLoad

To back up a screw fastening machine, etc.

1 2

Model No.：Hydraulic Advance Model

1 3 42

LD 016 2 -  L -  S

1 Body Size

 016 : External Thread M16×1.0

2 Design No.

 2 : Revision Number

3 Plunger Spring Force

 L : Low Spring Force
 H : High Spring Force

4 Options

Blank : Hydraulic Advance Model (Standard)
 S : Hydraulic Advance Short Model

1 Support Force

 010 : Support Force 0.12kN at 0.5MPa

2 Design No.

 0 : Revision Number

3 Plunger Spring Force

 L : Low Spring Force
 H : High Spring Force

Specifications：Hydraulic Advance Model

Model No.：Pneumatic Advance Model

1 32

WNC 010 0 -  L

 Plunger
 Spring Force

 Model No.

 Support Force (at 7MPa)

 Plunger Stroke

 Effective Stroke

 Cylinder Capacity

 Max. Operating Pressure

 Min. Operating Pressure

 Withstanding Pressure

 Usable Fluid
 

 Operating Temperature

 Weight

 LD0162-□

 1.0

 5.0

 4.7

 0.15

 1.2 ~ 1.7

 1.5 ~ 2.4

 40

 LD0162-□-S

 0.32

 4.0

 3.7

 0.07

 1.0 ~ 1.6

 1.2 ~ 2.4

 30

 7.0

 2.5

 10.5

 General Hydraulic Oil

 Equivalent to ISO-VG-32

 0 ~ 70

kN

mm

mm

cm3

N

N

MPa

MPa

MPa

℃

g

 L ：Low Spring

 H ：High Spring

Specifications：Pneumatic Advance Model

 Plunger
 Spring Force

 Support Force

 Model No.

 Plunger Stroke

 Effective Stroke

 Cylinder Capacity

 Max. Operating Pressure

 Min. Operating Pressure

 Withstanding Pressure

 Usable Fluid

 Operating Temperature

 Weight

 WNC0100-□

 0.22

 0.12

 5.0

 4.7

 0.34

 1.2 ~ 1.7

 1.5 ~ 2.4

 0.7

 0.3

 1.0

 Dry Air

 0 ~ 70

 40

kN

kN

mm

mm

cm3

N

N

MPa

MPa

MPa

℃

g

 L ：Low Spring

 H ：High Spring

 at 0.7MPa

 at 0.5MPa

Dimensions：Hydraulic Advance Model Dimensions：Pneumatic Advance Model

Mounting Hole Dimensions
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